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NOT TO SCALE

TO REMAIN

EXISTING SPILLWAY

�" STEEL C CHANNEL

5’

A A

6"

2’

PLATE ACROSS FLUME

INSTALL 5’x 4.5’ DIAMOND 

�" THICK DIAMOND PLATE

4" CONCRETE SIDEWALK

SECTION A-A

PEDESTRIAN ACCESSIBILITY ACROSS CONCRETE SPILLWAY

GA STD 9031R

HANDRAIL (TYP.)

GA STD 9031R

HANDRAIL

2% MAX

12:1 MAX 12:1 MAX2% MAX

MATCH EXISTING DRIVEWAYMATCH EXISTING DRIVEWAY

TO MATCH EXISTING DRIVEWAY GRADE

TAPER SIDEWALK AND HEADER CURB

TO MATCH EXISTING DRIVEWAY GRADE

TAPER SIDEWALK AND HEADER CURB

14’

(APPROX)(APPROX)(APPROX)

6’ 6’

VARIES 4’-5’

2% MAX

VARIES 4’-5’

RAMP

8’-0" MIN.

RAISED CROSSWALK

10’-0"

RAMP

UNLESS OTHERWISE SPECIFIED ON PLANS

DRIVEWAY CROSSINGS PER THE DETAIL ABOVE

*CONTRACTOR SHALL CONSTRUCT SIDEWALK AT

4"

10"

   

(SIDEWALK ADJACENT TO CURB)

DRIVEWAY CROSSING - SCENARIO 2

MATCH EXISTING DRIVEWAY

(SIDEWALK AT GRADE WITH DRIVEWAY)

DRIVEWAY CROSSING - SCENARIO 1

ADA RAMP (TYP.)

INSTALL TYPE D

(SIDEWALK AT DRIVE WITH CURB)

DRIVEWAY CROSSING - SCENARIO 3

8’10’8’

MAX
16:1

MAX
16:1

EXISTING SIDEWALK

4" SIDEWALK
IN BID PRICE FOR
COST TO BE INCLUDED
WARNING STRIP (TYP.)
INSTALL 2’ DETECTABLE

DETAIL 1

PROFILE VIEW

PLAN VIEW

& GUTTER
EXISTING CURB

TYPICAL DRIVEWAY CROSSINGS*

USED AT DRIVEWAY LOCATIONS

6" DRIVEWAY CONC TO BE

USED AT DRIVEWAY LOCATIONS

6" DRIVEWAY CONC TO BE

VARIES 4’-5’

EXISTING PAVEMENT

8’-0" MIN.

CLASS A CONCRETE, HIGH EARLY STRENGTH

MIN MIN

CRS. 6"
AND PLACE GR. AGGR. BASE
REMOVE EXISTING PAVEMENT

TO REMAIN

EXISTING SPILLWAY

DETAIL 2

2.0’

TO REMAIN

EXISTING SPILLWAY

�" STEEL C CHANNEL

#4 BAR DOWELS @ 3’ SPACING ON CENTER*
�" EXPANSION JOINT WITH SEALANT

RAISED CROSSWALK DETAIL

* PRICE OF #4 BAR DOWELS TO BE INCLUDED IN CLASS A CONCRETE, HIGH EARLY STRENGTH

EXISTING DRIVEWAY

EXISTING DRIVEWAY

EXISTING DRIVEWAY
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